
Specifications

Off-Grid Inverters

Model
IP350- 11/ 21
IP350- 12/ 22

IP500- 11/ 21
IP500- 12/ 22

IP1000- 11/ 21
IP1000- 12/ 22

IP1500- 11/ 21
IP1500- 12/ 22

Rated input voltage

Input voltage range

Output voltage
110V/ 120V(± 3%)

220V/ 230V(± 5%)

110V(± 3%);120V(- 7%～+3%)

220V(± 5%);230V(- 7%～+5%)

Output continuous power 280W 400W 800W 1200W

Output power 15 min. 350W 500W 1000W 1500W

Surge power 750W 1000W 1600W 2400W

Distortion THD

Model IP2000- 22 IP2000- 42 IP2000- 21 IP2000- 41

Rated input voltage 24VDC 48VDC 24VDC 48VDC

Input voltage range 21. 6～32VDC 43. 2～60VDC 21. 6～32VDC 43. 2～60VDC

Output voltage

Output continuous power

Output power 15 min.

Surge power

Distortion THD

Model
IP350- 11
IP350- 12

IP350- 21
IP350- 22

IP500- 11
IP500- 12

IP500- 21
IP500- 22

Max. efficiency 90%/91% 91%/92%

No- load current ＜0.7A ＜0.5A ＜0.9A ＜0.5A

Dimensions( LxWxH) mm

Weight

Model
IP1000- 11
IP1000- 12

IP1000- 21
IP1000- 22

IP1500- 11
IP1500- 12

IP1500- 21
IP1500- 22

Max. efficiency 93% 94%

No- load current ＜0.8A ＜0.5A ＜1.0A ＜0.6A

Dimensions( LxWxH) mm 298. 3× 231. 5× 98. 5 284. 7× 231. 5× 98. 5 326. 12× 231. 5× 98. 5 284. 7× 231. 5× 98. 5

Weight 3. 9kg 3. 6kg 4. 6kg 3. 9kg

Model

Max. efficiency

No- load current ＜0.6A ＜0.4A ＜0.6A ＜0.4A

Dimensions( LxWxH) mm

Weight

Model /

Output frequency

Operating temp.

Enclosure

91%/92%

12/ 24VDC

10. 8～16VDC/ 21. 6～32VDC

3200W

THD≤ 3% THD≤ 5%

220V(± 5%);230V(- 10%～+5%) 110V(± 5%);120V(- 10%～+5%)

50/ 60± 0. 1Hz

- 20Cº~+ 45Cº

IP20

110V(± 5%);120V(- 10%～+5%)

220V(± 5%);230V(- 7%～+ 5%)

THD≤ 5%

THD≤ 3%

214× 105. 5× 57. 7 232. 2× 132× 74. 5

1. 0kg 1. 7kg

95% 94%

326. 12× 231. 5× 98. 5

4. 6kg

92. 5%/94. 5%

1600W

2000W

Specifications

Off-Grid InvertersIPower Pure Sine Wave Inverter

Model IP350-11/21
IP350-12/22

IP500-11/21
IP500-12/22

IP1000-11/21
IP1000-12/22

IP1500-11/21
IP1500-12/22

Model IP2000-22 IP2000-42 IP2000-21 IP2000-41

Model IP350-11
IP350-12

IP350-21
IP350-22

IP500-11
IP500-12

IP500-21
IP500-22

Model IP1000-11
IP1000-12

IP1000-21
IP1000-22

IP1500-11
IP1500-12

IP1500-21
IP1500-22

Model IP2000- 22 IP2000- 42 IP2000- 21 IP2000- 41

Model IP350- 11/ 12/ 21/ 22 IP500- 11/ 12/ 21/ - 11/ 12 21/ 2222 IP1000
IP1500- 11/ 12/ 21/ 22
IP2000- 21/ 41/ 22/ 42

Tb Plus
R

350-2000W,12/24/48VDC



Specifications

Off-Grid Inverters

Model

Rated input voltage 12V 24V 12V 24V 24V 48V 24V 48V 24V 48V

Input voltage range( VDC) 10. 8~16 21. 6~32 10. 8~16 21. 6~32 21. 6~32 43. 2~64 21. 6~32 43. 2~64 21. 6~32 43. 2~64

No- load current ≤ 0.8A ≤ 0.45A ≤ 0.7A ≤ 0.45A ≤ 0.45A ≤ 0.35A ≤ 0.7A ≤ 0.5A ≤ 1.0A ≤ 0.7A

Output voltage

Output continuous power

Power 10 sec

Power 1. 5 sec

Surge power

Output frequency

Distortion THD

Full load efficiency ≥ 91% ≥ 92% ≥ 91% ≥ 92% ≥ 93% ≥ 93.5% ≥ 93% ≥ 94% ≥ 93% ≥ 94%

Max. efficiency ≥ 92% ≥ 93% ≥ 93% ≥ 94% ≥ 94% ≥ 94% ≥ 95% ≥ 95% ≥ 95% ≥ 95%

Operating temp.

Relative humidity

Enclosure

Dimensions( LxWxH)( mm)

Weight

600W

900W

1350W

280× 166× 74. 3

400W

6900W900W

295× 186× 82

2. 3kg1. 8kg

220Vac± 3%/230Vac± 10%

1000W

1500W

2250W

50/ 60Hz± 0. 2%

800W 1200W 2000W 4000W 6000W

600W

3000W2000W

3000W

4600W

4500W

3. 3kg

≤ 3%( resistive load)

- 20Cº~ + 50Cº

< 95%(N.C.)

IP30

295× 208× 98

6. 0kg

436× 249× 116

7. 6kg

507× 249× 116

Specifications

Off-Grid InvertersSHI Pure Sine Wave Inverter
400-3000W,12/24/48VDC

Model SHI400-12 SHI400-22 SHI600-12 SHI600-22 SHI1000-22 SHI1000-42 SHI2000-22 SHI2000-42 SHI3000-22 SHI3000-42

Tb Plus
R

Tb Plus
R

Tb Plus
R
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s
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R


